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Initial Potable Well Impacts
(November/December 2002)

• “My water tastes like gasoline”
• Initially, 7 of 32 total potable wells sampled showed 
MTBE and benzene impact, southwest corner of 
development 

• Detected MTBE concentration range from 52.7 to 930 
ppb

• Detected benzene concentration range from 25.5 to 
480 ppb

• Carbon filters installed on impacted wells, monthly 
sampling

• Contamination was ultimately been detected in 16 
wells



Spring 2003 
Geoprobe Investigation Results

• Investigation to identify potential RPs
• No significant soil impact by MTBE and benzene 
• Detected high benzene concentration in gw

– 1,000 ppb at Site #1:  GP‐03 (20‐24ʹ)
• Detected high MTBE concentration in gw

– 13,000 ppb adjacent to Site #2:  GP‐06 (20‐24ʹ)
• Existing wells on Site #3 were clean
• MTBE and benzene impact to groundwater not 
fully defined, but 2 potential sources identified

• Hydro letters sent to RPs



Site 1

• Former LUST (1995‐1998)
• Prior to MTBE testing requirement
• Area reported to be served by public water
• Bioscreen modeling used for closure:

– Highest total BTEX ever observed in gw should 
degrade within 300 feet, default values

• Residual soil contamination in old tank pit ~4816 ppm
BTEX, 2100 ppm TPH following overexcavation



Site 2

• Former LUST (1984‐1993)
• Tanks installed in 1981, removed 
in 1991

• Catastrophic release in 1984 
• Free product removal and P&T, overexcavation
when tanks removed

• MTBE included in analytes entire time – always ND
• New tanks in 1993 – double wall tanks and pipes
• Geoprobe sample on downgradient property 
boundary with 13 ppmMTBE (2003)



Site 3

• Virgin site until double wall 
system installed in 2001

• Monitoring wells on site are ND
• Geoprobe samples downgradient of site are ND
• Eliminated as potential RP 





Service Area – Tidewater Utilities
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Tru‐Vale Acres Neighborhood



Tru‐Vale Acres Neighborhood







Multilevel Monitoring Wells

“Haas Well”

“ Half‐Haas Well”



Multilevel Well Construction
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Typical 
Cluster Well 
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Split Spoon Samples – Tru‐Vale Drilling













Benzene – August 2004



MTBE – August 2004
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Pilot Test 
Point/Monitoring 
Point Construction



SVE Radius of Influence

AS Radius of Influence



Combined AS/SVE Radius of Influence



Shallow Groundwater Remediation 
Process and Instrumentation Diagram



Site 1

Site 2

Site 3

Tru-Vale Acres

Truitt’s Midway
Development

Tru-Vale Acres and 
Truitt’s Midway Development



Additional Potable Well Impacts
Adjacent to Site #2 – June 2004

• New well impacts in second residential development

• 4 domestic wells and one agricultural well impacted

• Maximum MTBE concentration 3000 ppb

• Maximum Benzene concentration 2.0J ppb
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Status of Site 1

• Onsite and offsite delineation of 1500 foot 
long plume, using multilevel sampling with 
cluster wells.  Some domestic wells will be 
converted to monitoring wells.

• Pilot test for onsite remediation completed.  
AS/SVE system installed and ready to start.

• Public water line has been extended into Tru‐
Vale Acres. Connected 16 impacted wells and 
13 threatened wells.  20 additional wells could 
be connected. 

• Evaluating options for containment or 
remediation of offsite plume



Status of Site 2

• Notice of Violation when RP refused to 
investigate.

• Notice of Intent to take over and cost recover 
when RP still refused

• Temporary wells onsite to confirm release
• Paired monitoring wells installed onsite 
• Periodic vacuum truck extraction events on 
hottest well

• Reluctantly took over sampling of residential 
wells, maintenance of carbon filters

• Some offsite wells are proposed, to be installed 
soon.  More will be needed – access issues
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Service Area – Tidewater Utilities
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Wellhead Protection Areas

Site 1
Site 2



Extension of Water Main



Site 1 – Costs to Date

• Costs for investigation ‐ $300,000‐400,000
• Costs for carbon filters and domestic well 
sampling ‐ $250,000 

• Costs for installation and operation of 
AS/SVE system onsite

• Cost for extension of water line ‐ $650,000 
• Costs for offsite remedial activities
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